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1.1 Validation - Type Designation Value 

• Type Designation Value permits alphanumeric characters.  

• Type Designation Value permits only these special characters: "‐", "(", ")", "/", ":", ",", space.  

• The special characters depend on the entered Type Designation Method.  

• Minimum and maximum length depend on the entered Type Designation Method.  

• The "/" and "‐" will be stripped on create only if the Type Designation Method does not   
allow. For methods that require dash to be replaced with space, that will occur on create as 
well.  
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1.2 AEROSPACE ENGINES, AIRBREATHING (MIL-HDBK-1812) 

• Size (Min./Max.): 10/17  

 

   Status 
Type 

Indicator 
Type 

Numeral 
Dash

Manufacturer 
Code 

Dash 
Model 

Indicator
Minor 

Modification

Occurrence  0‐1  1  1  1  1  1  1  0‐1 

Format  Alpha  Alphanumeric  Alphanumeric ASCII Alpha  ASCII  Numeric  Alpha 

Max. 
Length 

1  4  4  1  2  1  3  1 

Values  X, Y  J, T, F 

Air Force: 100 
to 399, Navy: 
400 to 699, 
Army: 700 to 
999. Assigned 
consecutively 
within type. 

"‐"     "‐" 

AF: 
begins 
with 
100, 
Navy: 
begins 
with 
400, 
Army: 
begins 
with 700

Any except 
O, I, W 

 

NOTES: 
Type indicator consists of "type letter" (J, T, F) and "type numeral" (by military service). 
A dash (‐) always precedes the manufacturer code. 
Model indicates specific engine configuration.  
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1.3 AEROSPACE ENGINES, NON-AIRBREATHING (MIL-HDBK-1812) 

• Size (Min./Max.): 6/14  

 

   Status 
Type 

Indicator 
Type 

Numeral 
Dash

Manufacturer 
Code 

Dash
Model 

Indicator 
Minor 

Modification

Occurrence  0‐1  1  1  1  1  1  1  0‐1 

Format  Alpha  Alpha  Numeric  ASCII Alpha  ASCII Numeric  Alpha 

Max. 
Length 

1  3  3  1  2  1  2  1 

Values  X, Y 
LR, SR, 
LSR 

Assigned 
progressively, 
beginning 
with the 
lowest 

number not 
previously 
assigned 

"‐"     "‐" 

Number 
indicating 
the model 

of a 
particular 
type of 

propulsion 
device 
and 

beginning 
with 1 for 
each type 

Any except 
O, I 

 

NOTES: 
Type indicator consists of "type letter" and "type numeral" (by military service). 
A dash (‐) always precedes the manufacturer code. 
Model indicates specific engine configuration.  
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1.4 AEROSPACE EQUIPMENT AND SUPPORT EQUIPMENT (MIL-HDBK-1812) 

• Size (Min./Max.): 6/15 

 

  
Type 

Designation 
System 

Type 
Designa
tion 

System 

Installation 
Letter 

Type 
Indicator 

Purpose 
Indicator

Series 
Model 
Number 

Empty 
Parenth
eses 

Minor 
Modification 

Occurrence  1  1  1  1  1  1  0‐1  0‐1 

Format  Alpha  ASCII  Alpha  Numeric  Alpha  Numeric  ASCII  Alpha 

Max. 
Length 

1  1  1  2  1  6  2  1 

Values  A  “/” 
A, B, C, E, F, M, 
N, P, S, U, W 

MIL‐
HDBK‐

1812 App. 
C 

 A, B, C, 
D, E, G, 
H, J, K, L, 
M, P, Q, 
R, S, T, 
U, V, W, 
X, Y 

Assigned 
to a 

installatio
n‐type‐
purpose 
combinati

on in 
sequentia
l order 

beginning 
with 1. 

“()” 
Assigned in 
alphabetical 
sequences 

 

NOTES: 
The first position for this type designation system is “A/” which indicates that the item is designated 
in the aeronautical & support equipment type designation system 

Empty parentheses (column H) is an option indicating an experimental or developmental TD 
assignment 
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1.5 ARMY NOMENCLATURE SYSTEM (MIL-STD-1464A) 

• Size (Min./Max.): 8/95 

 

   Item Name  Separator 
Extended 
Modifier 

Separator  Prefix 
Sequence 
Number 

Modific
ation 

Modification 
Sequence 

Occurrence  1  1  1  1  1  1  0‐1  0‐1 

Format  Alpha  ASCII  Alpha  ASCII  Alpha  Numeric  Alpha  Numeric 

Max. 
Length 

80  1  5  1  2  3  1  2 

Values 

Item Name 
is selected 
from the 
DoD 

Cataloging 
Handbook 

H6 
(“Federal 
Item Name 
Directory”) 

“:” 

Represente
d in lower 
case letters 
(Presumably 
taken from 
the DoD 
Cataloging 
Handbook) 

“,” 

XM = 
develop
ment or 
preprod
uction  

M = 
approve
d for use

In 
sequence 
within 
each 

equipmen
t category 

A = 
alterati
on 

E = 
experim
ental 
alterati
on 

1‐99 
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1.6 GROUPS AND UNITS (MIL-HDBK-1812) 

• Size (Min./Max.): 5/87 

 

  
Commodity 
Category 
Code 

Group or 
Unit 

Indicator 
Dash 

Model 
Indicator 

Equipment Type 
Designation 

Occurrence  1  1  1  1  1 

Format  Alpha  Alpha  ASCII  Alpha  Alphanumeric 

Max. 
Length 

2  1  1  3  80 

Values 
MIL‐HDBK‐
1812, App. 

D 
G or U  “‐“ 

Assigned 
sequentially 

This position ties the 
group or unit item to 

its higher order 
equipment and may 
include the TD of the 
higher order item. 
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1.7 JOINT ELECTRONICS TYPE DESIGNATION SYSTEM (MIL-STD-196E) 

• Size (Min./Max.): 7/14 

 

   Prefix  Separator 
Installation 
Location 

Type  Purpose 
Model 
number 

Version  Variant 

Occurrence  1  1  1  1  1  1  0‐1  0‐1 

Format  Alpha  ASCII  Alpha  Alpha  Alpha 
Numeri

c 
Alpha  Alphanumeric 

Max. 
Length 

2  1  1  1  1  3  1  4 

Values 
Always 
“AN” 

Always “/” 
A,B,C,D,F,G,
K,M,P,S,T,U,

V,W,Z 

A,B,C,D,E,
F,G,I,J,K,L,
M,N,P,Q,R
,S,T,V,W,X,

Y,Z 

A,B,C,D,
E,G,H,K,
M,N,Q,R,
S,T,W,X, 
Y, Z 

Any  Any 
“(V)” followed by 

a number 
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1.8 NAVAL VESSEL REGISTRATION SYSTEM (SECNAV INSTRUCTION 5030.8) 

• Size (Min./Max.): 3/9 

 

   Hull Classification Symbol  Space  Hull Number 

Occurrence  1  1  1 

Format  Alpha  ASCII  Numeric 

Max. 
Length 

4  1  4 

Values  A valid Hull Classification Symbol  blank 
Sequentially within a hull 
classification symbol 

 

Valid Haul Classification Symbols: CV, CVA, CVHE, CVN, CVS, BB, CA, CC, CG, CLG, DD, DDG, DE, 
DER, DL, EDD, EDDG, FF, FFG, FFR, FFT, LCS, SS, SSAG, SSBN, SSG, SSGN, SSN, PC, PCE, PCG, PCH, 
PF, PG, PGG, PHM, PTF, AKA, APA, APD, LCC, LFR, LHA, LHD, LKA, LPA, LPD, LPH, LPR, LPSS, LSD, 
LSM, LST, MCM, MCS, MHC, MMD, MSC, MSCO, MSF, MSO, MSS, AB, ACS, AD, ADG,AD, AF, AFS, 
AG, AGC, AGDS, AGEH, AGER, AGF, AGFF, AGM, AGMR, AGOR, AGOS, AGP, AGS, AGSS, AH, AK, 
AKE, AKL, AKR, AKS, AKV, AN, ANL, AO, AOE, AOG, AOR, AOT, AP, APB, AR, ARB, ARC, ARG, ARL, 
ARS, ARSD, ARST, ARVA, ARVE, ARVH, AS, ASR, AT, ATA, ATF, ATS, AV, AVB, AVM, AVT, AW, 
AFDB, AFDL, AFDM, ARD, ARDM, YFD, YTB, YTL, YTM, YO, YOG,YW, YF, YFR, YFU, YG, YC, YCF, 
YCV, YFN, YFNB, YFNX, YFRN, YFRT, YGN, YOGN, YON, YOS, YSR, YWN, DSRV, DSV, FSF, NR, YAG, 
YFB, YM, YP, YSD, YTT, APL, YD, YDT, YFND, YFP, YHLC, YLC, YMN, YNG, YR, YRB, YRBM, YRDH, 
YRR, YRST, X
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1.9 NAVY MARK/MOD NOMENCLATURE SYSTEM (MIL-STD-1661) 

• Size (Min./Max.): 9/93 

 

   Item Name  Separator  MARK Prefix 
MARK 
Number 

MOD Prefix  MOD Number 

Occurrence  1  1  1  1  0‐1  0‐1 

Format  Alpha  ASCII  Alpha  Numeric  Alpha  Numeric 

Max. 
Length 

80  1  4  3  3  2 

Values 

Item Name is 
selected from 

the DoD 
Cataloging 

Handbook H6 
(“Federal Item 

Name 
Directory”) 

“:” 

MARK=adopted 
for operational 

use or  

EX=experiment
al or 

developmental 

In sequence 
within each 
equipment 
category 

MOD  0‐99 

 

 

 

 

 

 

 

 

 

 

 



Type_Designation_Value_Validations.doc    Current as of July 7, 2011 

11 of 13 

1.10 PHOTOGRAPHIC EQUIPMENT (MIL-HDBK-1812) 

• Size (Min./Max.): 5/11 

 

  
Category 
Indicator 

Mission 
Indicator 

Model 
Indicator 

Empty 
Parentheses 

Production 
Sequence 

Production Issue 
Number 

Occurrence  1  1  1  0‐1  1  1 

Format  Alpha  Alpha  Numeric  ASCII  Alpha  Numeric 

Max. 
Length 

1  1  4  2  1  2 

Values 

Picture taking: K, 
L 

Picture 
processing: E, F 

Picture using: 
A,B 

Picture 
taking: 

A,B,C,D,E,F,
G,M,S 

Picture 
processing: 
H,J,K,L,M,N

,S 

Picture 
using: 

P,O,R,M,S 

Specific to each 
two letter 

category/missi
on combination 
and assigned 
sequentially 
beginning at 

“1” 

“()” 
Assigned in 
alphabetical 
sequence 

Indicates 
different 

maintenance 
parts for a  given 

model and 
production 
sequence 
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1.11 U.S. MILITARY AEROSPACE VEHICLE DESIGNATION – AIRCRAFT (DOD 
DIRECTIVE 4120.15) 

• Size (Min./Max.): 2/8 

 

   Status Prefix 
Modified 
Mission 

Basic Mission  Vehicle Type 
Design 
Number 

Series Letter 

Occurrence  0‐1  0‐1  0‐1  0‐1  1  1 

Format  Alpha  Alpha  Alpha  Alpha  Numeric  Alpha 

Max. 
Length 

1  1  1  1  3  1 

Values  G,J,N,X,Y,Z 

A,C,D,E,F,H
,K,L,M,O,P,
Q,R,S,T,U,V

,W 

A,B,C,E,F,K,L,O,
P,R,S,T,U,X 

D,G,H,Q,V,Z 

Any – 
Required to 
be assigned 
in sequential 
order within 

a basic 
mission 

Any, except I and 
O 
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1.12 U.S. MILITARY AEROSPACE VEHICLE DESIGNATION – MISSLES, 
ROCKETS, PROBES, AND SATELLITES  (DOD DIRECTIVE 4120.15) 

• Size (Min./Max.): 5/8 

 

   Status Prefix 
Launch 

Enviromen
t 

Basic Mission  Vehicle Type 
Design 
Number 

Series Letter 

Occurrence  0‐1  1  1  1  1  1 

Format  Alpha  Alpha  Alpha  Alpha  Numeric  Alpha 

Max. 
Length 

1  1  1  1  3  1 

Values  C,D,J,N,X,Y,Z 
A,B,C,F,G,H
,L,M,P,R,S,

U 

C,D,E,G,I,L,M,N
,Q,S,T,U,W 

B,M,N,R,S 

Any – 
Required to 
be assigned 
in sequential 
order within 

a basic 
mission 

Any, except I and 
O 
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